TYPE K

INSULATED THERMOCOUPLE GRADE WIRE

DUPLEX—ANSI Type K
Series 400 - Type K Chromel/Alumel: Positive wire - Yellow; Negative wire - Red; Overall Jacket - Yellow.
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11400-14-309| 14 .0641( Solid .147 |High Temp. Glass Braid High Temp. Glass Braid 112 x .200 39- 11:2:3,4:5
400-20-251| 20 0320| Sold 590 |Felted ServTex Glass Braid .065 x .110 9 1,234
*400-20-301| 20 0320] Solid .590 |Vitreous Silica Fiber Braid Vitreous Silica Fiber Braid 102 %1174 1600]152.3:4
400-20-304| 20 .0320| Solid .590 |Glass Braid Glass Braid .059 x .105 8 51,2374
400-20-305| 20 .0320| Solid .590 |Glass Wrap Glass Braid .054 x .095 8 1234
$400-20-311| 20 | .0320| Solid 590 |High Temp. Glass Braid High Temp. Glass Braid 100x 150 | 16 |1.2.3.4
400-20-313 | 20 .0320| Solid .590 |Glass Braid Glass Braid .065 x .110 9 (1,234
400-20-314| 20 0320( Solid 590 |High Temp. Glass Braid None-Twisted .098 8 [1.23
400-20-316| 20 0320| Solid 590 |(Glass Braid High Temp. Glass Braid 074 x .122 12 |1.2.3.4
400-20-321| 20 0320 Solid 590 [High Temp. Glass Braid High Temp. Glass Braid .085 x .140 15 |23
*400-20-350 | 20 0320 Solid .590 [Ceramic Fiber Ceramic Fiber 096 x .175 1 {0,234
400-20-507 | 20 0320{ Solid 590 |Teflon (FEP) Extruded Teflon (FEP) Extruded 072 x .124 14 21284
400-20-508 | 20 0320 Solid .590 [Fused Teflon (TFE) Tape Fused Teflon (TFE) Tape .065 x .110 100 |1.2.3
400-20-509 | 20 .0320( Solid .590 |Teflon (FEP) Extruded Twisted Alum. Mylar/ 132 16 [1,2,3.4
Teflon (FEP) Extruded
1 1400-20-511| 20 0320 Solid .590 |Fused Kapton Tape Twisted .087 10 [1@.2@3
400-20-513 | 20 0320| Solid 590 [Fused Kapton Tape Fused Kapton Tape .057 x .103 1" 18,283
400-20F-302 | 20 — |stranded .538 [Double Glass Braid Glass Braid .075 x .137 9 (1234
400-20F-302/S| 20 — |Stranded .538 [ Double Glass Braid Glass Braid 075 x 137 16 |1
400-20F-507 | 0 Stranded 538 | Teflon (FEP) Extruded Teflon (FEP) Extruded 077 x 128 12 Consult Factory
1 1400-20F-512| 20 - |Stranded .538 [Kapton Kapton .055 x .102 11 |1H283
400-24-304 | 24 0201| Solid 1.490 |Glass Braid Glass Braid .047 x .081 4 |1H283
400-24-304/S | 4 0201] Sohd 1.490 |Glass Braid Glass Braid/Stainless Braid 078 x .103 T
400-24-305 | 24 .0201| Solid 1.490 |Glass Wrap Glass Braid .043 x .073 4 (1H 283
400-24-306 | 24 .0201| Solid 1.490 |Glass Braid Glass Braid 039 x .077 6 [1.2.3.4
400-24-505 | 24 .0201| Solid 1.490 |Polyvinyl None-Rip-Cord Construction .048 x .096 4 |—
400-24-508 | 24 .0201| Solid 1.490 |Fused Teflon (TFE) Tape Fused Teflon (TFE) Tape .047 x .078 5 |1E 283
400-24-513 | 24 0201 Sold 1.490 [Fused Kapton tape Fused Kapton Tape .045 x .079 6 (1H.283
K24-3-508 | 24 — |Stranded | 1 420 |Fused Teflon (TFE) Tape Fused Teflon (TFE) Tape .047 x .085 6 (1H2E.3
400-26-305 | 26 .0159| Solid 2.370 |Glass Wrap Glass Braid .040 x .065 3 |[1m2m3
400-28-304 | 28 .0126| Solid 3.770 |Glass Braid Glass Braid .039 x .064 3 (1@.2m.38
400-28-305 | 28 .0126| Solid 3.770 |Glass Wrap Glass Braid .036 x .057 3 |1H2E38
400-30-305 | 30 0100| Solid 5.980 |Glass Wrap Glass Braid .033 x .053 2 ['m2E.3m
400-30-506 | 30 .0100| Solid 5.980 (Teflon - FEP Extr. Teflon - FEP Extr. .030 x .050 4 (1@m2@3
400-30-513 | 30 .0100| Solid 5.980 |Fused Kapton Tape Fused Kapton Tape .038 x .063 4 |1H283
400-36-506 | 36 .0050 | Solid [24.080 |[Teflon - FEB Extr. Teflon - FEP Extr. .029 x .042 2 |[1'm2m
* For Special Limits, use prefix "SL", i.e. SL400-20-304.
DUPLEX—ANSI Type N
Series 900 - Type N Nicrosil/Nicrosoll: Positive wire - Orange; Negative wire - Red; Overall Jacket - Brown.
900-20-304 | 20 0320 | Solid .352 | Glass Braid Glass Braid .059 x .105 8 1,2.3.4
900-24-308 | 20 0201 | Solid 1.980 | Glass Braid Glass Braid .047 x .081 4 |1H2A3
£ Overbraid Selection Code
* Not Color Coded : 5
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§ Ohms: per doublesloot at 20°C (68?F) J3—Flat Stainless Steel Ribbon Braid . F follpws. Deswed_. 400-20-305 WIth ﬂ.at
W May appear loosely braided and oversize 4—Flat Stainless Steel Spiral Wrap w stainless steel ribbon braid. Specify:
5—Half Oval Galvanized Steel Spiral Wrap G Catalog Number 400-20-305-F.
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