INSULATED INSTRUMENTATION CABLE

Grcr Coce

BX-16-P2P 1- Pair Twisted
BX-16-P3P 1- Pair Twisted Shielded
BX-4-20-P2P 4- Pair Twisted
BX-4-20-P3P 4- Pair Twisted Shielded
BX-8-20-P2P 8- Pair Twisted
BX-8-20-P3P 8- Pair Twisted Shielded
BX-12-20-P2P 12-Pair Twisted
BX-12-20-P3P 12-Pair Twisted Shielded
BX-16-20-P2P 16-Pair Twisted
BX-16-20-P3P 16-Pair Twisted Shielded
BX-20-20-P2P 20-Pair  Twisted
BX-20-20-P3P 20-Pair Twisted Shielded
BX-20-24-P2P 24-Pair  Twisted
BX-20-24-P3P 24-Pair Twisted Shielded
BX-20-36-P2P 36-Pair Twisted
BX-20-36-P3P 36-Pair Twisted Shielded
BX-20-50-P2P 50-Pair Twisted
BX-20-50-P3P 50-Pair Twisted Shielded

The following specs are applicable to all insulated instrumentation cable listed above:
Insulation: 105C (.105"PVC) Conductor: stranded bare
Jacket: 90C (Shielded-PVC) Pairs: black/white-numbered

* For triad construction, add prefix “TR*, Example: TR-BX-16-P3P
* For UL Listed, PLTC, and other insulation options, consult factory.

RTD WIRE

MTI offers a variety of constructions available from stock to cover your RTD applications.
Conductor material is stranded tinned copper.

Order Code AWG | Construction Style Insulation 0.D.| Wgt/M |Temp Rat.(F)
RTD3-22-PP 22 Triplex PVC/PVC .158 18 221
RTD4-22-PP 22 4 Conductor PVC/PVC .165 25 221
RTD3-24-TGT 24 Triplex TX/GB/TX .145 17 400
RTD4-24-TGT 24 4 Conductor TX/GB/TX 1521 21 400
RTD3-24-GG 24 Triplex GB/GB .090 8 900
RTD4-24-GG 24 4 Conductor GB/GB .110 10 900
Note: Call MTI for overbraiding and other special constructions. TX = FEP Teflon: GB = Glass Braid.

@Teflon is a registered trademark of the E.l. DuPont de Nemours Co.
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