STYLE E

FLEXIBLE LEAD PROBES

Transition Adapter NOT to Exceed 350° F. Higher Temperature j

Options are Available...Consult Factory

“X” Length

Stress Relief Spring I(——— “L” Length —*l

TABLE 1 TABLE3 TABLE 8
MINATIC
Referto il >n above for “X" dimension. Specify length in CODE DESCRIPTION
010" whole and fractional inches. For example: 6 1/2".
n s B STD2"OR 4"LEADS
1< g, BX STD BX CONNECTOR
13 4033" P STDPLUG
' %3 TABLE 6 J STDJACK
1 069 [e] OTHER (SPECIFY)
2 125
3 .188"
; gi’g X = none required
6 375" ADJUSTABLE TABLE 7
Other sizes available - A,,a‘:AUESRTg,%LNE |
consult factory. LENGTH
TABLE 2
SINGLE DUAL 1/8 NPT A18(*)
J 3 1/4 NPT A14(%)
X . e At EXTENSION WIRE ONLY
T T
E EE TN — POLYVINYL INSULATION (105 C) (221 F) PX(L)
2 gsR - Designate "S" or "T" ferrule type. TEFLON INSULATION (260 C) (400 F) (L)
B BB S = One time adjustable (metal ferrule) FIBERGASS INSIEATION (850C) (RO F) Sx0)
T = Readjustable (teflon ferrule) [

Add suffix (S) for special limits.

le. JS

Triplex material available.

TABLE 4

FIXED

304SS
316SS
3108s
INCONEL
446SS 1/8 NPT F18(X)
TANTALUM 1/4 NPT F14(X)
OTHER 3/8 NPT F38(X)
12 NPT F12(X)
Designate (x) dimension in inches.

G GROUNDED (JUNCTION WELDED TO SHEATH)

U UNGROUNDED (CT. INSULATED FROM SHEATH)
ul UNGROUNDED ISOLATE(DUAL T/C ONLY)

E EXPOSED (EXPOSED BARE WIRE JUNCTION)

P WELD PAD GROUNDED PARALLEL
UP UNGROUNDED PARALLEL PAD

W PERPENDICULAR GROUNDED PAD

VUP PERPENDICULAR UNGROUNDED PAD
NOTES:

1) All junctions welded by the tungsten inert gas method to prevent contamination.
2) Weld pad junction: standard pad size 1" x 1" x 1/8" formed, angle and other methods available. .
FLAME IMPINGEMENT SHIELDS ARE AVAILABLE.......

21/4° i “w

EXTENSION WIRE WITH SS OVERBRAID

T NN ‘ON (260C) (400F) TSX(L)
A LATION (482C) (900F) GSX(L)
| - I 1]

EXTENSION WIRE W/ SS FLEX ARMOR CABLE

TEFLON INSULATION
FIBERGLASS INSULATION

(260C) (400F)
(482C) (900F)

TAX(L)
GAX(L)

EXTENSION WIRE W/ PVC COVERED SS FLEX ARMOR

TEFLON INSULATION
FIBERGLASSINSULATION

(260C) (400F)
(482C) (900F)

TPAX(L)
GPAX(L)

NOTES:
1) Designate (L) in inches as per illustration.
2) Transitions for use to (350 F), for high temp(800 F) add prefix “H".
3) For stranded conductors, specify "F" in order code
l.e: FPX(12"). Standard conductors are 20 AWG solid.
4) For transition "same size" as sheath o.d., add prefix
"S". i.e.. SPX(12"). Not available for armor extension types.
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